AMICON

Box Fan

AC-200

Specifications:

Machine Dimensions mm (L x W x H)

600mm x 520mm X 650 mm

Machine Weight 50kg

Access Inlet & Outlet mm (W x H)
Machine Material

Plate Material

Plate Size mm (L x W x H)

500mm x 460mm

1.2mm Electro Galvanized Steel
Aluminum/1.0mm

400mm x 350mm x 40mm

Insulation Material AI203 95%
Design Wind Speed 7.5m/sec
Number Plate 1 Group
Pre-Filter 1 Film

Transformer

Power Consumption
Power Requirements
Air Volume

High value 16000 Volt

Low value 7000 Volt
176W/H(About 114/Months)
230V 50Hz.10A

3132CMH

Description:
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. Material: 1.2mm Electro Galvanized Steel
. Internal electrostatic collection plate material collected over 70cm x

32cm x 45.8cm/1.0mm aluminum metal.

. Electrostatic soot handling equipment should be automatic with safety

micro switch (power off automatically when the door is open repair).
Electrostatic the need for high voltage generator 70°C Automatic
Temperature overload protection design.

. Windmill body automatically start the electrostatic interaction soot

handling equipment on / off and other safety devices.

Set Lek tank, guided hole.

The best body design wind speed -- 7.5m/sec below.

Effective management at the fume efficiency: 95%

Electrostatic soot handling equipment, body equipment warranty 1 year.

Electrostatic Air Cleaner

AC-300

Specifications:
Machine Dimensions mm (L x W x H)
Machine Weight 80kg

Access Inlet & Outlet mm (W x H)
Machine Material

Plate Material

Plate Size mm (L x W x H)

855mm X 540mm x 640mm

600mm x 430mm

1.2mm Electro Galvanized Steel
Aluminum/1.0mm

475mm x 390mm x 40mm

Insulation Material AI203 95%
Design Wind Speed 7.5m/sec
Number Plate 1Group
Pre-Filter 1 Film

Transformer

Power Consumption
Power Requirements
AirVolume

High value 16000 Volt

Low value 7000 Volt
176W/H(About 114/ Months)
230V 50Hz.10A

4600CMH

Description:
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. Material: 1.2mm Electro Galvanized Steel
. Internal electrostatic collection plate material collected over 70cm x

32cm x 45.8cm/1.0mm aluminum metal.

. Electrostatic soot handling equipment should be automatic with safety

micro switch (power off automatically when the door is open repair).

. Electrostatic the need for high voltage generator 70°C Automatic

Temperature overload protection design.

. Windmill body automatically start the electrostatic interaction soot

handling equipment on / off and other safety devices.

Set Lek tank, guided hole.

The best body design wind speed -- 7.5m/sec below.

Effective management at the fume efficiency: 95%

Electrostatic soot handling equipment, body equipment warranty 1 year.

www.hongpo.com.sg

AMICON

Box Fan

AC-600

Electrostatic Air Cleaner

AC-600S

AMICON

Box Fan

AC-1200

Specifications:

Machine Dimensions mm (L x W x H) ~ 855mm x 1080mm x 640 mm
Machine Weight 160kg

Access Outlet mm (W x H) 600mm x 430mm

Machine Material 1.2mm Electro Galvanized Steel
Plate Material Aluminum/1.0mm

Plate Size mm (L x W x H) 475mm x 390mm x 40mm

Insulation Material AI203 95%
Design Wind Speed 15m/sec
Number Plate 2 Group
Pre-Filter 2Film

Transformer High value 16000 Volt

Low value 7000 Volt
340W/H(About 114/ Months)
230V 50Hz.10A

9200CMH

Power Consumption
Power Requirements
Air Volume

Description:

. Material: 1.2mm Electro Galvanized Steel

. Internal electrostatic collection plate material collected over 70cm x
32cm x 45.8cm/1.0mm aluminum metal.

. Electrostatic soot handling equipment should be automatic with safety
micro switch (power off automatically when the door is open repair).

. Electrostatic the need for high voltage generator 70°C Automatic
Temperature overload protection design.

. Windmill body automatically start the electrostatic interaction soot
handling equipment on / off and other safety devices.

6. Set Lek tank, guided hole.

7. The best body design wind speed -- 15m/sec below.

8. Effective management at the fume efficiency: 95%
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9. Electrostatic soot handling equipment, body equipment warranty 1 year.

Specifications:
Machine Dimensions mm (L x W x H)
Machine Weight 160kg

Access Inlet & Outlet mm (W x H)
Machine Material

Plate Material

Plate Size mm (L x W x H)

1710mm X 540mm x 640 mm

1300mm X 430mm

1.2mm Electro Galvanized Steel
Aluminum/1.0mm

475mm x 390mm x 40mm

Insulation Material AI203 95%
Design Wind Speed 15m/sec
Number Plate 2 Group
Pre-Filter 2Film

Transformer

Power Consumption
Power Requirements
Air Volume

High value 16000 Volt

Low value 7000 Volt
176W/H(About 114/ Months)
230V 50Hz.10A

9200CMH

Description:
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Material: 1.2mm Electro Galvanized Steel
Internal electrostatic collection plate material collected over 70cm x
32cm x 45.8cm/1.0mm aluminum metal.

. Electrostatic soot handling equipment should be automatic with safety

micro switch (power off automatically when the door is open repair).

. Electrostatic the need for high voltage generator 70°C Automatic

Temperature overload protection design.

. Windmill body automatically start the electrostatic interaction soot

handling equipment on / off and other safety devices.

Set Lek tank, guided hole.

The best body design wind speed -- 15m/sec below.

Effective management at the fume efficiency: 95%

Electrostatic soot handling equipment, body equipment warranty 1 year.

www.hongpo.com.sg

Specifications:

Machine Dimensions mm (L x W x H)

855mm x 1080mm x 1280 mm

Machine Weight 320kg

Access Inlet & Outlet mm (W x H)
Machine Material

Plate Material

Plate Size mm (L x W x H)

600mm x 960mm

1.2mm Electro Galvanized Steel
Aluminum/1.0mm

475mm x 390mm x 40mm

Insulation Material AI203 95%
Design Wind Speed 30m/sec
Number Plate 4 Group
Pre-Filter 4 Film

Transformer

Power Consumption
Power Requirements
Air Volume

High value 16000 Volt

Low value 7000 Volt
500W/H(About 400/ Months)
230V 50Hz.10A

18400CMH

Description:
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Material: 1.2mm Electro Galvanized Steel
Internal electrostatic collection plate material collected over 70cm x
32cm x 45.8cm/1.0mm aluminum metal.

. Electrostatic soot handling equipment should be automatic with safety

micro switch (power off automatically when the door is open repair).

. Electrostatic the need for high voltage generator 70°C Automatic

Temperature overload protection design.

. Windmill body automatically start the electrostatic interaction soot

handling equipment on / off and other safety devices.

Set Lek tank, guided hole.

The best body design wind speed -- 30m/sec below.

Effective management at the fume efficiency: 95%

Electrostatic soot handling equipment, body equipment warranty 1 year.

Electrostatic Air Cleaner & Box Fan

AMICON)

Box Fan

AC-180 / AC-270

Specifications:
Unit Dimension
Unit Weight
Access Output
Access Input

Plate Size
Finishing

Machine Material

Pre-Filter
Color
Phase
Volt

Frequency
AirVolume

Motor Type

Speed
Electricity

Hose Power
Static Pressure

Pole

Top view

Front view

)

AC-180

450mm x 440mm x 400mm
22.5kg

230mm x 95mm

370mm x 320mm

430mm x 290mm x 25mm
Powder Coated

1.2mm Electro

Galvanized Steel
Aluminium, washable

AC-270

632mm x 650mm x 520mm
51kg

348mm x 303mm

520mm x 440mm

590mm x 300mm x 25mm
Powder Coated

1.2mm Electro

Galvanized Steel
Aluminium, washable

Beige Beige
Single Single
230V 230V
50HZ 50HZ
1260CMH 4045CMH
PsC PSC

2 1
0.19kw 0.75kw
190w 750W
306PA 585PA
4P 6P
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