Electrostatic Air Cleaner

AMICON

Air Cleaner




AMICON

Air Cleaner

AC-200

Specifications:

Machine Dimensions mm (L x W x H)

Machine Weight

Access Inlet & Outlet mm (W x H)
Machine Material

Plate Material

Plate Size mm (L X W x H)
Insulation Material

Design Wind Speed

Number Plate

Pre-Filter

Transformer

Power Consumption
Power Requirements

Air Volume

Description:

600mm x 520mm x 650 mm
50kg

500mm x 460mm

1.2mm Electro Galvanized Steel
Aluminum/1.0mm

400mm x 350mm x 40mm
Al203 95%

7.5m/sec

1 Group

1 Film

High value 16000 Volt

Low value 7000 Volt
176W/H(About 114/Months)
230V 50Hz.10A

3132CMH

1. Material: 1.2mm Electro Galvanized Steel
2. Internal electrostatic collection plate material collected over 70cm x
32cm x 45.8cm/1.0mm aluminum metal.

w

. Electrostatic soot handling equipment should be automatic with safety

micro switch (power off automatically when the door is open repair).
4, Electrostatic the need for high voltage generator 70°C Automatic
Temperature overload protection design.
5. Windmill body automatically start the electrostatic interaction soot
handling equipment on / off and other safety devices.

Set Lek tank, guided hole.
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The best body design wind speed -- 7.5m/sec below.
Effective management at the fume efficiency: 95%
Electrostatic soot handling equipment, body equipment warranty 1 year.

Electrostatic Air Cleaner

Specifications:

Machine Dimensions mm (L x W x H)
Machine Weight

Access Inlet & Qutlet mm (W x H)
Machine Material

Plate Material

Plate Size mm (L x W x H)
Insulation Material

Design Wind Speed

Number Plate

Pre-Filter

Transformer

Power Consumption
Power Requirements
Air Volume

Description:

855mm x 540mm x 640mm
80kg

600mm x 430mm

1.2mm Electro Galvanized Steel
Aluminum/1.0mm

475mm x 390mm x 40mm
Al203 95%

7.5m/sec

1Group

1 Film

High value 16000 Volt

Low value 7000 Volt
176W/H(About 114/ Months)
230V 50Hz.10A

4600CMH

1. Material: 1.2mm Electro Galvanized Steel

2. Internal electrostatic collection plate material collected over 70cm x
32cm x 45.8cm/1.0mm aluminum metal.

3. Electrostatic soot handling equipment should be automatic with safety
micro switch (power off automatically when the door is open repair).

4. Electrostatic the need for high voltage generator 70°C Automatic
Temperature overload protection design.

5. Windmill body automatically start the electrostatic interaction soot
handling equipment on / off and other safety devices.

6. Set Lek tank, guided hole.

7. The best body design wind speed - 7.5m/sec below.
8. Effective management at the fume efficiency: 95%
9. Electrostatic soot handling equipment, body equipment warranty 1 year.




AMICON

Air Cleaner

AC-600

Specifications:
Machine Dimensions mm (L x W x H)
Machine Weight

Access Outlet mm (W x H)

Machine Material

Plate Material

Plate Size mm (L x W x H)

Insulation Material

Design Wind Speed

Number Plate

Pre-Filter

Transformer

Power Consumption
Power Requirements

AirVolume

Description:

855mm x 1080mm x 640 mm
160kg

600mm x 430mm

1.2mm Electro Galvanized Steel
Aluminum/1.0mm

475mm x 390mm x 40mm
Al203 95%

15m/sec

2 Group

2 Film

High value 16000 Volt

Low value 7000 Volt
340W/H(About 114/ Months)
230V 50Hz.10A

9200CMH

1. Material: 1.2mm Electro Galvanized Steel

2. Internal electrostatic collection plate material collected over 70cm x
32cm x 45.8cm/1.0mm aluminum metal.

3. Electrostatic soot handling equipment should be automatic with safety
micro switch (power off automatically when the door is open repair).

- 4. Electrostatic the need for high voltage generator 70°C Automatic

Temperature overload protection design.

5. Windmill body automatically start the electrostatic interaction soot
handling equipment on / off and other safety devices.

6. Set Lek tank, guided hole.

7. The best body design wind speed -- 15m/sec below.
8. Effective management at the fume efficiency: 95%
9. Electrostatic soot handling equipment, body equipment warranty 1 year.
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Electrostatic Air Cleaner

AC-600S

Specifications:
Machine Dimensions mm (L x W x H)
Machine Weight

Access Inlet & Outlet mm (W x H)
Machine Material

Plate Material

Plate Size mm (L x W x H)

Insulation Material

Design Wind Speed

Number Plate

Pre-Filter

Transformer

Power Consumption
Power Requirements

Air Volume

Description:

1710mm x 540mm x 640 mm
160kg

1300mm x 430mm

1.2mm Electro Galvanized Steel
Aluminum/1.0mm

475mm x 390mm x 40mm
AI203 95%

15m/sec

2 Group

2 Film

High value 16000 Volt

Low value 7000 Volt
176W/H(About 114/ Months)
230V 50Hz.10A

9200CMH

1. Material: 1.2mm Electro Galvanized Steel

2. Internal electrostatic collection plate material collected over 70cm x
32cm x 45.8cm/1.0mm aluminum metal.

3. Electrostatic soot handling equipment should be automatic with safety
micro switch (power off automatically when the door is open repair).

4. Electrostatic the need for high voltage generator 70°C Automatic
Temperature overload protection design.

5. Windmill body automatically start the electrostatic interaction soot
handling equipment on / off and other safety devices.

6. Set Lek tank, guided hole.

7. The best body design wind speed -- 15m/sec below.
8. Effective management at the fume efficiency: 95%
9. Electrostatic soot handling equipment, body equipment warranty 1 year.




AMICON

Air Cleaner

AC-1200

Specifications:

Machine Dimensions mm (L x W x H)

Machine Weight

Access Inlet & Outlet mm (W x H)
Machine Material

Plate Material

Plate Size mm (L x W x H)
Insulation Material

Design Wind Speed

Number Plate

Pre-Filter

Transformer

Power Consumption
Power Requirements

Air Volume

Description:

855mm x 1080mm x 1280 mm
320kg

600mm x 960mm

1.2mm Electro Galvanized Steel
Aluminum/1.0mm

475mm x 390mm x 40mm
Al203 95%

30m/sec

4 Group

4 Film

High value 16000 Volt

Low value 7000 Volt
500W/H(About 400/ Months)
230V 50Hz.10A

18400CMH

1. Material: 1.2mm Electro Galvanized Steel

2. Internal electrostatic collection plate material collected over 70cm x
32cm x 45.8cm/1.0mm aluminum metal.

3. Electrostatic soot handling equipment should be automatic with safety
micro switch (power off automatically when the door is open repair).

4. Electrostatic the need for high voltage generator 70°C Automatic
Temperature overload protection design.

5. Windmill body automatically start the electrostatic interaction soot
handling equipment on / off and other safety devices.

Set Lek tank, guided hole.

Effective management at the fume efficiency: 95%

6.
7. The best body design wind speed -- 30m/sec below.
8.
9.

Electrostatic soot handling equipment, body equipment warranty 1 year.

Electrostatic Air Cleaner & Box Fan

AMICON

Box Fan

AC-272/270/230 |

AC-272

632mm X 650mm X 520mm
51kg

348mm X 303mm
520mm X 440mm
590mm X 300mm X 25mm
Powder Coated
1.2mm Electro
Galvanized Steel
Aluminium, washable
Beige

3PH

415V

50HZ

7000CMH

PSC

1

1.5KW

2HP

280PA

1440RPM
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AC-270

632mm X 650mm X 520mm
51kg

348mm X 303mm

520mm X 440mm

590mm X 300mm X 25mm
Powder Coated

1.2mm Electro

Galvanized Steel
Aluminium, washable
Beige

Single

230V

50HZ

4045CMH

PSC

1

0.75KW

750W

585PA

AC-230

520mm X 550mm X 440mm
35kg

310mm X 250mm

438mm X 355mm

510mm X 250mm X 25mm
Powder Coated

1.2mm Electro

Galvanized Steel
Aluminium, washable
Beige

Single

230V

50HZ

2400CMH

PSC

1

0.37kKwW

370W

429PA




Product Concept

An electrostatic precipitator (ESP), or AMICON
electrostatic air cleaner is a particulate collection device
that remove particles from a flowing gas (such as air)
using the force of an induced electrostatic charge.

Electrostatic precipitators are highly efficient filtration
device that minimally impede the flow of gases through
the device, and can easily remove fine particulate matter
such as dust and smoke from the air stream.

Fresh Air

Static Installation Diagram

Smoke pollution

Principle of Static Electricity

Dirty Air Lonizev

Per-filter

Collector Clean Air

Explained: (16000V) lets the pollutant belt positive
electricity and the ionization using the high - voltage.
And principle of because of the positive and negative
attractable, adsorbs above the low pressure (9000V)
volume of dust board. Then discharges the clean good air.

Major Function Analysis

The effective processing lampblack efficiency 95%, reduce
the flavor density largely 60% the processing lampblack
particle size 0.01um above, the volume is small. The overall
design practical, is artistic, is convenient, the noise has the
the guestion, the replacement consumes question of the
material, makes the maintenance convenience, the failure
rate is low, two pollution (waste water & used oil) questions.

Schematic Diagram of Air Purification
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Particles
Coal Ash
Cement Dust
Atomspheric Dust
Metal Dust & Fume
Tobacco Smoke
Lampblack
Cooking Smoke & Fume
Contact Sulfur Mist
Zinc Oxide Smoke Gas
Pneumatic Spray Drops
Spore
Insecticide Dust

Atomspheric Dust
Pollen
Damaging Lungs Dust

Bacteria RN AR

Cleaning Equipment
Electrostatic Precipitator
Efficient Filter
Washing Machine
Mechanical Separator
Ordinary Air Filter
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